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Approximate composition of Al recalibration samples

Sample size is about 50 mm diameter x 50 mm height, data in %, *ppm
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Element: Al Si Fe Cu Mn Mg Cr Ni In Ti Ag B Be Bi Ca Cd Co Ga Li P
Sample:

RA10* 99.99% 10 5 2 <1 <1 <1 <2 <3 <1 <1 <2 <1 <3 <0,1 <1 <1 <0,2

RA18 75 15 0,2 75 03 02 0,003 3 03 0,001 0,01 0,0035 <0,0001 0,001 0,004 0,0005 <0,001 0,008 <0,001 0,015
RA19 78 1.7 1.3 08 1.3 8 0,2 06 7 02 03 0,001 0,005 02 0,008 0,04 03 0,06 0,009 0,0009
RA20 75,8 13,5 0.7 52 03 1 0,09 27 02 0,05 0,005 0,01 0,02
El it [Pb Sn Sr \ Ir Na Sb In

Sample:

RA10* <3 <3 <0,3 <2 <1 <0,1 <3

RA18 0,37 0,37 0,05 0,001 0,005 0,005 0,45

RA19 0,01 0,02 0,009 01 0.2 0,001 0,007 0,01

RA20 0,1 0,06 0,1 0,09 0,008

Approximate composition of Mg recalibration samples

Sample size is about 50 mm diameter x 50 mm height, data in %

Element: Mg Si Fe Cu Mn Ni Al In Pb Sn Ir Cd Na Ce La Y Nd Pr

Sample:

RMg 11 99,9 <0,01 <0,03 <0,002 0,01 <0,001 0,01 0,01 0,001 0,001 0,001

RMg 13 93 0,01 0,001 0,006 0,2 0,001 57 08 0,001 0,001 0,004 0,0001 0,001

R Mg 14 88 08 0,003 03 04 0,04 7.9 1 0,02 0,08 0,08 <0,01 <0,01

RMg 16 0,001 0,06 22 1 22 1.6 0,26

Approximate composition of Ti recalibration samples

Sample size is about 40 mm diameter x 40 mm height, data in %

El [T Al [Fe C [Pd v Mo Ir Sn

Sample:

RTi11 99.6 0,2 0,06

RTi12 99.4 0,2 0,06 02

RTi13 90 6 03 0,08 4

RTi 14 85 (6) 0,01 0,02 2 4 2

Note 1: Values in brackets () depend on the melt
Note 2: Values determined for the elements shown in brackets (and other where applicable) are stated for each respective melt (indicated by a serial number)

Note 3: Concentrations of elements without values are insignificantly low




